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• Test disconnect terminal block is 
produced with 3 options; without 
test socket, single test socket and 
double test socket.
• It creates the possibility to test 
through touch-proof test sockets by 
using the test plugs.
• Without disconneting the cables, 
the enegy connection can be cut 
with the screw disconnect slide in 
the main body.
• It creates the possibility to test as 
groups with the 90° fork type plug-
in bridge that can be used directly 
with test sockets.
• Standart MRK6 plug-in bridge can 
be used for this product optionally.
• It is aimed to mount the product 
properly with its special leg design.
• It is appropriatery designed to 
use with the existing OD 5, OD 10 
dekafixes and the Roll Labelling.

PRODUCT OPTIONS
Order No. Colour Pcs

1285 Grey 75

1281 Grey 75

1283 Grey 75

Without test socket

Single test socket

Double test socket

FEATURES

MRK SCREWED TEST CONNECTOR (6mm²)

SCREWLESS END BRACKET

GROUP MARKER

MINI END BRACKET

BIG END BRACKET

END BRACKET WITH GROUP STICKER

MRK TEST DISCONNECT TERMINAL BLOCK (6mm²)

CODE DESCRIPTIONS BOX

1316 Double expulsive 
750V, 41A Grey 100

CODE DESCRIPTIONS BOX

1202 Screwless End Bracket 100

CODE DESCRIPTIONS BOX

1482 Group Marker 100

CODE DESCRIPTIONS BOX

1222 Mini End Bracket 100

CODE DESCRIPTIONS BOX

1212 Big End Bracket 100

CODE DESCRIPTIONS BOX

1232 End Bracket with 
Group Sticker 100


